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Firmware Revision Information
Product Code(s): DCX3000, DCX1000, DCX3000-DVR, DCX3000-DPT, DCX3000-DVT
Product Name(s): DCX3000 / DCX1000
Date Modified: October 21, 2017
Version 3.02 (10-21-2017) 


Fixes since Previous Version:

· Hotfix to allow ALT + CTRL + DEL to be used.  3.01 didn’t support this and users couldn’t activate the hotkey
Version 3.01 (10-13-2017) 


New Features and Enhancements:

- Reconnect console to the same source after a power cycle:  The user console will reconnect to the previously connected source if the switch is power cycled.
-  DHCP implementation for startup.  If no DHCP server is found on startup, then a default static IP or local link address will be used on the switch.  Use of a DHCP server is configurable.  Static or link local IP address use is also configurable.  The static IP address defaults to 192.168.1.22 and can be configured.

-  Touchscreen launch of OSD.  A semi-transparent icon appears on the console screen and when touched calls up the ON-SCREEN DISPLAY menu.  The position of the icon can be changed by dragging it to a new location on the screen.  The feature can be disabled if no touchscreen is in use.
-  User configurable hotkey support.  Previously, the hotkey combo was fixed which potentially caused conflict with application software.  It is now possible to change the hotkey combo.

-  Allow enabling all permutations of access mode.  Previously, not all permutations of access mode were available.


Fixes since Previous Version:

· Absolute VNC Mouse mode.  From V2.0 onwards, the ACR101A-DVI did not work correctly when used to extend the User Station in absolute VNC mode.
· Yen and \keys on Japanese keyboards.  The Yen and \ keys on Japanese layout keyboard did not work.
· USB Lockup.  USB could lock up when used with ACR101A and Freedom II
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